2" MIN. (FROM TOP OF BEAM OR LOCATION OF STRANDS 2" MIN. (FROM TOP OF LOCATION OF STRANDS AT
BOTTOM OF NOTCH) AT ENDSPAN THAT MAY X-#4 MIN. BARS @ EQ. BEAM OR BOTTOM OF ENDSPAN THAT MAY BE X-#4 MIN. BARS e EQ. NOTE: THE STRAND CONFIGURATION AS SHOWN FOR PCEF
BE DRAPED PER DESIGN SPA. (12" MAX.) NOTCH) DRAPED PER DESIGN SPA. (12" MAX.) GIRDERS UTILIZING 7" WEBS MAY BE SUBSTITUTED FOR THE
317" 4'-0" - STRAND CONFIGURATION AS SHOWN IN DETAILS FOR PCEF
- L 7 b ) = L o ) ) GIRDERS UTILIZING 8" WEBS.
—7" MIN. 1" MIN. CLR. —7" MIN. 1" MIN.
| | CLR.
4" \::;V/ ¥ ] ] T F ] s $ 4" ’7+7-‘|:7~%/ J ] T 1 T T ® ] T
[ R N | il N NOTE: LEGEND TO BE ADDED ON PLAN SHEETS MUST SHOW THE
BN |+ 1+ | N— + + DN + 4+ N— + 4+ + FOLLOWING (see Designer Note 2):
4+ + + #4 MIN. + ot + + + #4 MIN.
ss o T 16" Zan I BAR @ 12 ss o o i Z2n N N BAR @ 12" o = 0.5" or 0.6" DIA., 270 ksi PRESTRESSING STRANDS
EE 1l HET + + E|E 1l 1+t gt ++ o+ @® = 0.5" or 0.6" DIA., 270 ksi PRESTRESSING STRANDS TO BE
2 | 2" c R | = c EXTENDED INTO THE PIER
N> | R | 2" @ = 0.5" or 0.6" DIA., 270 ksi PRESTRESSING STRANDS
i : #4 LO[L%%? Ic',v,f‘ﬁvggnxcgfg’é’gfv%g ,;vy#/ T i : #4 LONGITUDINAL REINFORCEMENT AT FULL — TO BE DEBONDED AT X-X" @ EACH END
olS N : oS - LENGTH OF WEB. AVOID CONFLICT WITH 44 SHEAR STIRRUP &= 0.5" or 0.6" DIA., 270 ksi PRESTRESSING STRANDS
=2 7 DRAPED STRANDS TO MAINTAIN PROPER —— #4 SHEAR STIRRUP == 8 TO BE DEBONDED AT X'-X" @ EACH END (if more than one
kS | ' ' / > o | CLEARANCE. SPACE BARS @ 12" MAX. DIAGRAMS) debonded length is required)
5|5 | DIAGRAMS) 5|5 |
| N | IS |
® | o ‘ —— LOCATION OF STRANDS AT o ® | & ‘ —— LOCATION OF STRANDS AT o
N| o | MIDSPAN THAT MAY BE N| | MIDSPAN THAT MAY BE
S| < | DRAPED PER DESIGN %" CL. MIN. (0.5" DIA. STRAND) S| < | DRAPED PER DESIGN %" CL. MIN. (0.5" DIA. STRAND)
Sl o | 1%" CL. MIN. (0.6" DIA. STRAND) Sl | 1%" CL. MIN. (0.6" DIA. STRAND)
o | e | 3h 12" MAX. SPA. AT 2" — 0" (TYP | | 3% 12" MAX. SPA. AT 2" — 0" (TYP
‘0 |1 . ‘ ABOVE PRESTRESS ZONE L0 (TYP.) ‘2| . ‘ ABOVE PRESTRESS ZONE ) 0 (TYP.)
Lé_ﬁ 'ﬁ\? *3/2 ‘ 9" g ,v\: —3/2 / 9"
| o Y - v #4 BOTTOM CONFINEMENT BAR | o Y - 7 #4 BOTTOM CONFINEMENT BAR
:} A / IIK (SEE BENDING DIAGRAMS) : = / b ' IK : (SEE BENDING DIAGRAMS)
SRS TR + + N | ™ TR + + +
T +++++!+!+}+++++ —X"ROWS@ + + I +++++;+I+‘+++++ —X"ROWS@ + + +
x ++++++i+i+‘++++++ 2" SPA. + + x ++++++‘+‘+}++++++ 2" SPA. + + +
++++++‘+‘+}++++++ + + ++++++‘+I+‘++++++ + + +
F + 4+ +++H 0+ ++ o+ + + F +++ A+t + + +
L4 —— Kokk T [ B —— %okk ]
7" or 9" ] 14 COLS. @ 2" SPA. 7" or 9" ] 15COLS. @ 2" SPA.
| % SPACING FROM € BOTTOM ROW STRANDS TO BOTTOM OF BEAM: 1 | = xx* SPACING FROM € BOTTOM ROW STRANDS TO BOTTOM OF BEAM:
3" (TYP.) 1. 2" MIN. IF BEAM DAP IS NOT REQUIRED. 27" (TYP.) 1. 2" MIN. IF BEAM DAP IS NOT REQUIRED.
2.8 2. REFER TO DESIGNER NOTE 5 FOR REQ. SPACING IF BEAM DAP IS USED. 2 2. REFER TO DESIGNER NOTE 5 FOR REQ. SPACING IF BEAM DAP IS USED.
3. EXAMPLE DETAILS SHOW 2%" SPACING USED. 3. EXAMPLE DETAILS SHOW 2%" SPACING USED.
(7" WEB, EXAMPLE SHOWN USING 9" BOTTOM FLANGE) (7" WEB, EXAMPLE SHOWN USING 9" BOTTOM FLANGE) (8" WEB, EXAMPLE SHOWN USING 9" BOTTOM FLANGE) (8" WEB, EXAMPLE SHOWN USING 9" BOTTOM FLANGE)
4+ = . '+ = .
NOTE DENOTES AVAILABLE LOCATIONS FOR STRAND PLACEMENT  STRAND LOCATION. NOTE DENOTES AVAILABLE LOCATIONS FOR STRAND PLACEMENT
3 ROWS FOR 7" BOTTOM FLANGE g
— IT IS RECOMMENDED THAT ANY REQUIRED CLIPPING OF TOP FLANGE NOT ENCROACH ON THE 4 ROWS FOR 9" BOTTOM FLANGE 311" or 4-0" TOP FLANGE -
CHAMFER BETWEEN WEB AND TOP FLANGE OR BOTTOM FLANGE. ADJUST REINFORCEMENT AS
NECESSARY. (when possible, the department prefers not to clip corners)
.
1
I r ***************************************************************************************************************************************
jb - - - - - - - - - - - - - - —__"___T—_T—_—_T_—__—_——"r'"'""'’'"'"'’'"’'"“"'"’'’''D''’''"'"""'’'’’'’“D"@mT‘'‘&<“>"=—_"_-'-“™"D""/"T—"D— - -"D-~-" "D "'’''"=''"'"/—"/’’"’"'"'-'“"-"== = ©&®“{§fTT—WWWW™"(«"""™“""™»"T™@@™"------—-=--— - ----"-- —""=—_>"= D" """ """ """ " " " ™
S e~ X
EEEEeeeeee = 2
I
| :
— 7" or 8" WEB
- 28" or 20; BOTTOM FLANGE MIDSPAN — |
; PLAN VIEW i r
| *¢ CONFINEMENT ZONE | |
—— SEE SHEET 2 FOR BEAM ELEVATION AT ABUTMENT ‘A' = 1.5 FOR 0.5" DIA. STRANDS NOTE: EXAMPLE UTILIZES ZERO SKEW AT ABUTMENT END AND 60° SKEW AT PIER END. ‘ |
IF JOINTS ARE LOCATED OFF THE BRIDGE 'A' = 2.0 FOR 0.6" DIA. STRANDS ‘ \
| SPLITTING ZONE REINFORCEMENT (TOP & BOTTOM) ‘
| MIDSPAN — ‘
*% 'A' MULTIPLIED BY BEAM DEPTH (MIN.) 2-#4 ADDITIONAL SHEAR STIRRUPS _, | _ |
\ = = & INTERIOR DIAPHRAGH @ 9" REQUIRED AT DRAPE POINT | | [ i ;
S —— R — e — R S — S —— S — 4 — L CENTER OF GRAVITY OF
S e e L T ‘ | |
2-#6 BARS (TYP. i e T e | CENTER OF GRAVITY OF DEFLECTED STRANDS | |
EA. END) S e T i / ‘ 1
! | S DRAPE POINT — | /Z | —— CENTER OF GRAVITY OF
| CENTER OF GRAVITY OF STRAIGHT STRANDS —_ [ [|| e (if used) | | STRAIGHT STRANDS
PRESTRESS | ln _ © n N s e e e e e e e [ I N
ZONE PLUS 2" EFF _--""‘*1------.4‘.#___& g/z/ .
1 _‘ _______________________________________________________________________________________________________________________________________________________________________________________________________________ T - - - = d
9" MIN. 4-ADDITIONAL #4 SHEAR STIRRUPS @ 4" SPA. X-X" L MIN. 8" CLR.
2" || #4 CONFINEMENT REINFORCEMENT (TOP & BOTTOM) See Designer Note 3
AS REQUIRED BY DESIGN, NOT TO EXCEED 6" SPA.
#4 SHEAR STIRRUPS AND BOTTOM REINFORCEMENT SPACED AS REQUIRED BY DESIGN o
X'-X" (& OF BEARING TO & OF BEARING)
X'-X" (HORIZONTAL BEAM LENGTH)
NOTE: PRESTRESS ZONE IS DEFINED AS THE DISTANCE FROM THE
BOTTOM OF THE BEAM TO THE TOP ROW OF STRAIGHT STRANDS. NOTE: EXAMPLE ASSUMES JOINT WILL BE AT ABUTMENT (NO NOTCH ON TOP OF BEAM AT ABUTMENT END). LONGITUDINAL BARS NOT SHOWN FOR CLARITY.
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NOTE: ALL REINFORCEMENT FOR THE PCEF BEAM IS INCLUDED IN ITEM (insert appropriate beam item number). THE TOP OF BEAM — P G DIAPHRAGM
REINFORCING BAR LIST AND BENDING DIAGRAMS MUST BE SHOWN ON THE PCEF GIRDER SHEETS AND SEPARATE = |
FROM THE BRIDGE REINFORCEMENT BAR SHEET. THE BELOW DIMENSIONS ARE RECOMMENDED. THE DESIGNER IS S | DESIGNER NOTES
STILL RESPONSIBLE FOR ENSURING THAT THE DIMENSIONS SHOWN ON PLANS ARE ACCURATE AND PROJECT-SPECIFIC. . ; R W— -
| — 2 LR 1. REFER TO SECTION 106.9 FOR MORE INFORMATION ON THE DESIGN AND DETAILING OF PRESTRESSED
; (TYP.) CONCRETE PCEF GIRDERS. ALSO REFER TO SECTION 103.4.1.2 FOR MORE INFORMATION ON WHEN USE
RE|NFORC|NG BAR L|ST . z OF PCEF GIRDERS IS APPROPRIATE.
|
STRAIGHT BARS BENT BARS / 3 | #5 BARS @ EQ. SPA. 2. FOR MORE INFORMATION ON ALLOWABLE PRESTRESSING STRAND TYPE AND SIZES, REFER TO SECTION
MARK | SIZE | NUMBER| LENGTH | MARK | SIZE | NUMBER| LENGTH > ‘ (12" MAX.) (E.F.) 205.4.4.
BMXXXE| ---- | ---- - |BM4xxe| 4 o
BOXEl ——on | -o-- T emaxxel 4 > = 3.  FOR MORE INFORMATION ON DESIGN AND DETAILING OF PRESTRESSING STRANDS EXTENDING INTO THE
| #5 STIRRUP BAR
BMXXXE| ---- | ---- .- | BM4xXE| 4 ; PIER DIAPHRAGM, REFER TO A5.12.3.3.9.
BMXXXE| ---- | ---- .- |BM4xxe| 4 \
BENDING DIAGRAM = 4. EXAMPLES IN THIS DETAIL UTILIZE #4 BARS. THIS IS THE MINIMUM REBAR SIZE. HIGHER BAR SIZES MAY
- - BE REQUIRED AS PER DESIGN.
NOTE: ALL DIMENSIONS ARE FROM OUT TO OUT, =~
: 5.  BEAM DAP CALCULATIONS INCLUDE BOTH BEAM CAMBER AND ROADWAY GRADE. BEAM DAP SHOULD BE
o 10 USED ONLY WHEN H(MAX.) IS %" TO 1%". THE MINIMUM DISTANCE FROM BOTTOM OF BEAM TO CENTER
ﬂ%%%—w - FABRICATOR MAY PROPOSE 1O OF BOTTOM-MOST STRAND ROW SHALL BE AS FOLLOW:
DETAIL THIS BAR BEND AS TWO SECT|ON A-A ; '
/% BARS WITH SPLICE ALONG BOTTOM X -DISTANCE = 2%" WHEN H(MAX.) IS %" TO LESS THAN OR EQUAL TO 3"
(TYP. ALL) -DISTANCE = 3" WHEN H(MAX.) IS GREATER THAN 3" TO LESS THAN OR EQUAL TO 1%"
. A -DISTANCE = 3%" WHEN H(MAX.) IS GREATER THAN 1%" TO LESS THAN OR EQUAL TO 1%"
47/3"j T 77 | -WHEN H(MAX.) IS GREATER THAN 1%", USE BEVELED SOLE PLATE AND 2" MINIMUM DISTANCE.
-IF THE BEAM END IS SKEWED, USE OF BEVELED SOLE PLATE IS PREFERRED OVER USE OF BEAM DAP.
250y X - #5 STIRRUP BARS @ 12" MAX. (TYP.)
3" MIN, — 6. INTERMEDIATE DIAPHRAGMS FOR PRESTRESSED CONCRETE PCEF GIRDERS SHALL BE CAST-IN-PLACE
BMAXXE (7" WEB, 7* BOTTOM) (TYP.) ‘ CONCRETE, PRECAST CONCRETE, OR GALVANIZED STEEL. THE INTERMEDIATE DIAPHRAGM DETAILS
S } DEPICTED ON SHEET 2 SHOWS THE CAST-IN-PLACE CONCRETE OPTION. FURTHER GUIDANCE MAY BE
S< | X% (MATCH DECK SLOPE) T\ FOUND IN SECTION 106.9.3.
; I 7. DETAILS FOR STAY-IN-PLACE FORMS, PIER DIAPHRAGM, AND END DIAPHRAGM CAN BE FOUND IN DETAIL
| = , ‘ NO. 325.01 - CONCRETE DECK DETAILS.
‘ o X
41/211 11_01/211 ‘ — = C ;<
| = l 8. ENSURE WORKING DRAWINGS MEET ALL REQUIREMENTS AS OUTLINED IN SECTION 612.03(B)&(E) OF THE
T - iy | “i I DELDOT STANDARD SPECIFICATIONS.
6" %, 2 ] \ | V
¥ 1= ]
BM4XXE (7" WEB) ‘ L
3, M L
T [ e T #5 BARS (TYP. E.F.) #3 BARS @ EQ SPA.
67" —| | (12" MAX.) (TYP. E.F.)
3"MIN. — |
2'-50" (TYP.) |
| A

BM4XXE (7" WEB, 9" BOTTOM) \

THREADED INSERTS (TYP.) - THREADED INSERTS MAY BE REPLACED —

WITH 1%" DIA. PRE-DRILLED HOLES THROUGH THE BEAM WEBS AND #
5 BARS MADE CONTINUOUS AT INTERIOR BEAMS ONLY.

INTERMEDIATE DIAPHRAGM ELEVATION

In 1_nl.u
5% 1-0% See Designer Note 6
%,
6" 2-#6 2'-0" x 20" L-SHAPE BARS
— T
4 — SHEAR/CONFINEMENT REINFORCEMENT LENGTH OF DAP LENGTH OF DAP
|| SPACING AS PER DESIGN | |
1 glin . : :
26 CONTROLLED BY | -~ CENTER OF N N
APPROACH SLAB DEPTH - ——— — | TOP STRAND 1 3
BM4XXE (8" WEB, 7" BOTTOM) s e — | |
s 2" MIN CLR. FROM -------FZZZ':::::::;; ------------ | ¢ BEARING | ¢ BEARING
CENTER OF TOP STRAND e y Z y /
e | END OF BEAM TO BE —= ‘ END OF BEAM TO BE ——= |
| CENTER OF GRAVITY OF VERTICAL IN ERECTED | . VERTICAL IN ERECTED ; .
2-#6 L-SHAPE BARS. REFER — | DEELECTED STRANDS POSITION | 3"MIN._| | _H(MIN.) POSITION | 3"MIN_| _ H(MAX.)
51y 10" TO 'ELEVATION' VIEW ON SHEET ‘ / ‘ — HMIN) ‘ W
v 1 FOR MORE é"/’\’;ogm;ég?’ozg CENTER OF GRAVITY OF | — |
} STRAIGHT STRANDS ‘ — - — ) ST ‘
T 2 5lh HMAX.) — R L [ R ool \ - H(MAX.)
6"— P, 1 L L---—-77 ‘ 1" MIN. — \ ==
i | | <
BM4XXE (8" WEB) 2 |- —— = —— —— ‘ ‘
Ty = e ———— \ | | | L1 N,
6% N Y ... BEAM SEAT BEARING PAD BEAM SEAT |
| BEARING PAD
|
264" 1 N N
|
BMAXXE (8" WEB, 9" BOTTOM) BEAM ELEVATION AT ABUTMENT LOW END OF BEAM HIGH END OF BEAM
NOTE: REINFORCING BAR LIST COUNT IS PER BEAM BEAM DAP DETAILS

NOTE: TYPICAL FOR JOINTS LOCATED OFF THE BRIDGE.

REFER TO 'ELEVATION' VIEW ON SHEET 1 FOR MORE ,
INFORMATION ON REINFORCEMENT. NOTE: THE DAP LENGTH MUST PARALLEL BEARING PAD EDGE. See Designer Note 5.
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